
SSV VIKING

VIKING VI EPS
The spacious six-seat layout ensures a comfortable and safe 
drive every time for you and your colleagues. Its double wishbone 
suspension is ready to take on the most rugged terrain - while the 
Euro-pallet sized tipping cargo bed can carry loads up to 272kg. 
Equipped with our On-Command® drive system with 2WD, 
4WD and 4WD with Diff Lock, plus selectable Hi or Lo ratios and 
powered by a high-torque 686cc engine, the Viking could be the 
best purchase you ever made!

ENGINE
Engine type Single-cylinder, SOHC 4-stroke; 4 valves
Displacement (bore x stroke) 686cc (102.0mm x 84.0mm)
Cooling liquid-cooled
Compression ratio 10.0 : 1
Maximum power NC
Maximum torque NC
Starter system Electric
Lubrication Wet sump
Fuel system Y.F.I. (Yamaha Fuel Injection)
Ignition T.C.I.
Transmission Yamaha Ultramatic V-belt with all-wheel engine braking; L, H, N, R

CHASSIS
Fuel tank capacity 37 L
Length x width x height 3,886 mm x 1,549 mm x 1,930 mm
Wheel base  2,935 mm
Seat height 2,921 mm
Ground clearance 290 mm
Wet weight 742 kg
Front suspension  Independent double wishbone; 8.1-in travel

Rear suspension Independent double wishbone with anti-sway bar; 8.1-in travel
Front/rear brake Dual hydraulic disc / Dual hydraulic disc
Front/rear tyre AT25 x 8-12   /   AT25 x 10-12

• Always wear a helmet, eye protection and protective proper clothing.
• YAMAHA encourages you to ride safely with responsible manners that comply with all laws while respecting the environment.
• For more information, please contact your YAMAHA dealer
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CICA MOTORS LIBERIA reserves the right to modify its models without notice, likewise 
their characteristics, equipment and accessories. Pictures are not contractuals.




